


































Colorado • 632 Foresight Circle, Grand Junction, CO 81505

California • 9021 Norris Ave., Sun Valley, CA 91352206
REFRIGERATION HARDWARE
SUPPLY CORPORATION

National TOLL FREE Order Desk (800) 423-2446®®

Fan Motors

Star Metal
Part No.: 28-112 CCW 28-110 CW

Voltage: 115V 115V

Wattage: — —

Amps: .45A .70A

RPM: 3000 3000

Shaft Dia.: .181 in. .181 in.

Traulsen
Part No.: 60-213 CW

Voltage: 115V

Wattage: —

Amps: .50A

RPM: 3000

Shaft Dia.: .181 in.

Traulsen
Part No.: 60-272 CCW

Voltage: 115V

Wattage: 6W

Amps: .36A

RPM: 1550

Shaft Dia.: 1/4 in. Threaded shaft

Traulsen
Part No.: 60-268

Voltage: 115V

Wattage: —

Amps: —

Shaft Dia.: —

Notes: Motor assy. w/ drip pan

Traulsen
Part No.: 60-212 CW

Voltage: 115V

Wattage: —

Amps: .50A

Shaft Dia.: .181 in.

RPM: 3000

Notes:
Includes fan blade 
60-284

Traulsen
Part No.: 60-538 60-537

Voltage: 115V 115V

Wattage: — —

Amps: .47A .56A

RPM: 1550 2000

Notes: Blower motor assy. Blower motor assy.

Traulsen
Part No.: 60-085 CW

Voltage: 115V

Wattage: —

Amps: .50A

Shaft Dia.: .181 in.

RPM: 3000

Notes:
Includes fan blade     
60-080 CW

Traulsen
Part No.: 60-270 CW 60-271

Voltage: 208V 230V

Wattage: — —

Amps: .21A .25A

RPM: 3000 3000

Notes:
Includes fan blade 
60-284

Includes fan blade 
60-284

Traulsen
Part No.: 60-269 60-267

Voltage: 115V 230V

Wattage: — —

Amps: — —

RPM: — —

Notes: Fan motor w/housing Fan motor w/housing

Traulsen
Part No.: 60-203 CW 60-204 CW

Voltage: 115V 208/230V

Wattage: — —

Amps: .75A .40A

RPM: 3000 3000

Shaft Dia.: .181 in. .181 in. 

Traulsen
Part No.: 60-207 CW 60-205 CW

Voltage: 115V 230V

Wattage: — —

Amps: 2.1A 1.1A

RPM: 1550 1550

Shaft Dia.: 5/16 in.  fl atted shaft 5/16 in.  fl atted shaft 
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Fan Motors

Traulsen
Part No.: 60-287 Part No.: 60-292

Voltage: 115V Voltage: 115V

Wattage: — Wattage: —

Amps: — Amps: .50A

RPM: — RPM: —

Shaft Dia.: .205 in. Shaft Shaft Dia.: .217 and .381 in. Shaft

Note:

Dayton gear motor for 
carousel. Includes 2 1/2 
in. CW fan blade.  CCW 
rotation on motor, CW 
rotation on gear driven 
output shaft.

Note:

Rex gear motor for 
carousel. Includes  2 1/2 
in. CCW fan blade.  CW 
rotation on motor and 
gear driven output shaft.

Traulsen
Part No.: 60-286

Voltage: 115V

Wattage: —

Amps: —

RPM: —

Shaft Dia.: —

Note:

Replacement gear motor for Merkle-Korf and Von 
Wiese gear motors. Includes 2 1/2 in. CW fan blade. 
CCW rotation on motor, CW rotation on gear driven 
output shaft.

True
Part No.: 61-041 CCW

Voltage: 115V

Wattage: 9W

Amps: .53A

Shaft Dia.: 1/4 in. threaded shaft

RPM: 1550

Notes: Cast iron

True
Part No.: 61-038 CCW

Voltage: 115V

Wattage: 9W

Amps: .53A

Shaft Dia.: 1/4 in. threaded shaft

RPM: 1550

Notes:
For low temperature 
freezer application.

True
Part No.: 61-040 CCW

Voltage: 115V

Wattage: 9W

Amps: .53A

Shaft Dia.: 1/4 in. threaded shaft

RPM: 1450

Notes:
For high temperature 
refrigerator application.

U-Line
Part No.: 11-387 CCW

Voltage: 115V

Wattage: 12W

Amps:

Shaft Dia.: 3/16 in. 

RPM: 1500

Notes: Condenser fan motor

U-Line
Part No.: 11-391 CCW

Voltage: 115V

Wattage:

Amps: .18A

Shaft Dia.: 3/16 in.

RPM: 3000

Notes: Evaporator fan motor

United Refrigerator
Part No.: 60-203 CW 60-204 CW

Voltage: 115V 208/230V

Wattage: — —

Amps: .75A .40A

RPM: 3000 3000

Shaft Dia.: .181 in. .181 in. 

We Help Pay Your 
FREIGHT 

Remember, your order for $10000 or 
more earns you an added 4% discount*. 

* NOTE: Some exceptions apply – See terms and policies. 
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Fan Motors

Motor Rotation
CW—Clockwise CCW—Counter Clockwise

 A. Facing shaft end of motor, locate the copper 

buss bar as indicated in illustration.

 B. The buss bar location indicates shaft rota-

tion.

Buss
Bar

CW
Upper Buss Bar on Left

Lower Buss Bar on Right

CCW
Upper Buss Bar on Right
Lower Buss Bar on Left

Universal-Nolin

 

Part No.: 71-038 CW

Voltage: 115V

Wattage: —

Amps: 1.1A

Shaft Dia.: 1/4 in. 

RPM: 3000

Universal-Nolin
Part No.: 71-042 CW

Voltage: 230V

Wattage: —

Amps: .48A

Shaft Dia.: 3/16 in.

RPM: 2600

Victory

 

Part No.: 62-130 CCW

Voltage: 115V

Wattage: 6W

Amps: .36A

Shaft Dia.: 1/4 in. Threaded shaft

RPM: 1550

Victory
Part No.: 62-196 CCW

Voltage: 115V

Wattage: —

Amps: .49A

Shaft Dia.: .181 in.

RPM: 3000

Victory

 

Part No.: 62-132 CCW

Voltage: 115V

Wattage: —

Amps: .49A

Shaft Dia.: .181 in.

RPM: 3000

Note:
Includes fan blade & 
bracket.

Zero Zone

 

Part No.: 11-290 CCW

Voltage: 115V

Wattage: 5W

Amps: .34A

Shaft Dia.: 1/4 in. Threaded shaft

RPM: 1550

Note: Evaporator fan motor
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