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Thermometers – Digital,  Battery and Solar

No. 16-063  
Solar powered digital thermometer w/ 3 
in. fl ange, 2 in. dial, rear fl ange mounted, 
-60°F to +160°F, temperature range. 5 ft. 
probe.

No. 16-049    
1.55V battery operated digital thermometer 
(battery included). 3 in. fl ange, 2 in. dial, fl ush 
mounted. -40°F to +120°F temperature range. 
39 in. probe.

No. 16-078    
1.5V battery operated Min/Max dual sensor 
thermometer (AAA battery included).   
-58°F to +158°F temperature range, 3 ft. 
probe. Separate switch to show internal and 
external sensor, clock, and lighted display but-
ton.

No. 16-093   
1.5V battery operated digital indoor/out-
door thermometer with Min/Max memory 
(AAA battery included). -58°F to +158°F 
temperature range, 2 @ 1 1/2 in. LCD 
displays for dual temperatures. 10 ft. tem-
perature probe for external readings. Ideal 
for use as an inexpensive test instrument.

No. 16-055    
1.5V battery operated digital thermometer (AA 
battery included). 2 5/8 in. x 1 3/8 in. x 1 in. white 
polystyrene case. 2 3/8 in. x  25/32 in. cutout 
required for mounting. -40·F to +120°F 
temperature range, 1/2 in. led display, 39 in. 
probe.

No. 16-191    
1.5V battery operated thermometer   
1 1/8 in. (H) x 2 3/16 in. (W) x 3/4 in. (D) 
-40°F to +199°F temperature range,  
48 in. cap tube. (Replaces old drum 
style thermometer part no. 27-043 on 
page 214).

Battery Operated

No. 16-064   
Solar powered digital thermometer w/ 
3 in. fl ange, 2 in. dial, fl ush mounted, 
-60°F to +160°F temperature range.   
5 ft. probe.

No. 16-066  
Solar powered digital thermometer 
with 1.5V AAA battery back-up (bat-
tery included).  
4 1/2 in. (W) x 1 1/8 in. (H) x 5/8 in. (D) 
black (plastic) case. -50°F to +158°F 
temperature range, 3/8 in. high LCD 
display. 58 in. black temperature 
probe.

No. 16-073  
Solar powered digital thermometer 
with 1.5V AAA battery back-up 
(battery included).  
4 1/2 in. (W) x 1 1/8 in. (H) x 5/8 in. 
(D) white (plastic) case. -50°F to +158°F 
temperature range, 3/8 in. high LCD display. 58 in. white 
temperature probe.

No. 16-046   
Solar powered digital thermometer with   
1.5V battery back-up (included).   
-58°F to 158°F temperature range.    
10 ft. probe.   
2 11/16 in. (W) x 2 3/4 in. (H) x 11/16 in. (D)

Hobart

No. 32-122  
Solar powered digital thermometer. -40°F 
to +160°F temperature range, 8 ft. tem-
perature probe. Fits  2 1/2 in. round hole. 
Supplied with mounting “U” clamp.  
(See page 366)

Solar Powered

No. 16-110   
1.5V button cell battery (11.6 x 5.4 mm)

No. 16-111   
1.5V button cell battery (7.9 x 5.4 mm)

No. 16-112   
1.5V button cell battery (7.9 x 3.6 mm)

Replacement Batteries
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Thermometers –  Digital Pocket Test

Thermometers –  Vapor Tension

No. 16-054  
1.5V battey operated digital pocket 
thermometer with 5 in. stainless steel 
stem (battery included). -40°F to 
+450°F temperature range, 1/4 in. LCD 
display.

No. 16-076   
1.5V battery operated digital pocket test 
thermometer with 5 in. stainless steel stem,  
(battery included). -58°F to 302°F tempera-
ture range, 1/4 in. LCD display. 30°, 60°, and 
90° 1 in. swivel head.

No. 16-075   
1.5V battery operated digital pocket test 
thermometer with 5 in. stainless steel stem, 
and on/off switch (battery included). -58°F to 
302°F temperature range, 1/4 in. LCD display.

No. 16-077   
1.5V battery operated waterproof pocket 
thermometer (battery included). Min/Max 
memory. +14°F to +392°F temperature 
range, 5 in. stainless steel stem. Fully im-
mersible in water.

No. 16-090      
1.5V battery operated digital probe thermometer, with 
3 1/2 in. stainless steel probe (battery included). 
-40°F to +302°F temperature range, 1/4 

in. LCD display. With on/off and 
°C/°F buttons.

Back Flange Mounting Thermometer

No. 16-040  
3 in. Flange, 2 in. dial, back fl ange 
mounted, -40˚F to +65˚F 48 in., cap 
tube, and dual scale.

No. 16-032  
3 1/2 in. dial, back fl ange mounted, 
-40˚F to +60˚F, 48 in. cap tube, dual 
scale, black painted case.

No. 16-038  
3 1/2 in. dial, back fl ange mounted, 
-40˚F to +60˚F, 9 ft. cap tube, dual 
scale, stainless steel case.

Surface mounting, rear strap, bottom cap tube connection

No. 16-021      
2 in. Dial, 48 in. cap tube length.  -40°F to +60°F dual scale.

No. 16-022      
2 in. Dial, 48 in. cap tube length. +40°F to +240°F dual scale.

No. 16-029     
2-1/2 in. Dial, 48 in. cap tube length. -40°F to +60°F dual 
scale.

Beverage Air

No. 27-043     
Drum thermometer:     
2 7/16 in. (w) x  2 1/16 in. (d) x 1 1/16 in. (h),    
-40°F to +140°F &C, dual scale, 60 in. long probe.  
(See page 274)

ORDERS 
OVER $100 00 

Remember, your order for $10000 or 
more earns you an added 4% discount*. 

* NOTE: Some exceptions apply – See terms and policies.
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Thermometers – Vapor Tension

4-1/2 in. Dial, S/S Case, Thermometer.

No. 16-042    
Flush mounted, front fl ange    
-40°F to +60°F. 48 in. capillary 
tube. (Illustrated)

No. 16-045  
Same as 16-042 but with 20 ft. 
capillary. Flush mounted, front 
fl ange.

No. 16-043       
4 1/2 in. Dial back fl ange mounted  -40°F to +60°F. 48 in. capillary tube, 
dual scale.  (illustrated)

No. 16-047      
Same as 16-043 except 20 ft. capillary tube. Back fl ange mounted.

No. 16-044      
4 1/2 in. Dial back fl ange mounted  -40°F to +110°F. 48 in. capillary tube, 
dual scale.

Flush Mount, S.S. Case, 

No. 16-020   
3 in. Flange, 2 in. dial, -40˚F to +65˚F 
48 in. cap tube dual scale. (illustrated)

No. 16-019   
3 in. Flange, 2 in. dial, -40˚F to +110˚F 
48 in. cap tube dual scale. 

No. 16-036  
3 in. Flange, 2 in. dial, -40˚F to +65˚F 9 
in. cap tube dual scale.

No. 16-018      
3 in. Flange, 2 in. dial, +40˚F to +240˚F 48 in. cap tube, dual 
scale.

No. 16-097 3 in. Flange, 2 in. dial, -40˚F to +65˚F 96 in. 
cap tube, dual scale. 

No. 16-026      
3 1/2 in. Flange, 2 1/2 in. dial, -40˚F to +65˚F 48 in. cap tube. 
Dual scale.

No. 16-028      
31/2 in. Flange, 2 1/2 in. dial, +40˚F to +240˚F 48 in. cap tube 
dual scale.

No. 16-094      
3 1/2 in. Flange, 2 1/2 in. dial, -40˚F to +65˚F 18 in. cap tube, 
and dual scale.

No. 16-030      
4 3/4 in. Flange, 3 1/2 in. dial, -40˚F to +60˚F 48 in. cap tube, 
and dual scale.

No. 16-098      
4 3/4 in. Flange, 3 1/2 in. dial, -40˚F to +65˚F 96 in. cap tube, 
and dual scale.

Surface mounting, back fl ange   

No. 16-012  
3 5/16 in. fl ange,  2 1/2 in. dial, 4 in. stem, 
-40°F to +60°F

No. 16-013  
3 5/16 in. fl ange, 2 1/2 in. dial, 6 in. stem, 
-40°F to +60°F

No. 16-011  
3 5/16 in. fl ange, 2 1/2 in. dial, 7 in. stem,  
-40°F to +60°F

No. 16-014  
3 5/16 in. fl ange, 2 1/2 in. dial, 9 in. stem, 
-40°F to +60°F

Flush Mounting  Thermometer With 
“U” Clamp Mounting Bracket

No. 16-041  
2 in. Dial, 48 in. cap tube length. 
-40°F to +65°F dual scale.

No. 16-103  
Same as the 16-041 except black 
plastic case.

No. 16-104  
Same as the 16-041 except white 
plastic case. 

No. 16-105  
Same as the 16-041 except gray 
plastic case.

No. 16-031  
2 in. Dial, 72 in. cap tube length. 
-40°F to +65°F range dual scale.

No. 16-027   
3 in. Flange, 2 in. dial, fl ush mounted 
-40˚F to +65˚F, 20 ft. cap tube, dual 
scale. S/S case.

No. 16-024  
3 in. Flange, 2 in. dial, back fl ange 
mounted +40˚F to +240˚F, 48 in. cap 
tube, dual scale. S/S case.

No. 16-091       
3 in. Flange, 2 in. dial, fl ush mounted  -40˚F to +65˚F 48 in. cap tube, 
dual scale. White plastic case.

No. 16-092       
3 in. Flange, 2 in. dial, fl ush mounted -40˚F to +65˚F 48 in. cap tube, 
dual scale. Black plastic case.
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